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Technical delivery specif.‘ications for the AT installation

The butans requirements for the AT instellation are 15,099 kg/h. Tho
total products must consist of the following quentities of butenes

n productd
Description Quantity produced
ke /h weight %
A,T. Gesoline 13,225 85.57
A.T. Residue 270 1.85
~8.T. Penteps 397 1230
13,692 90,72
eprodyuc
Description Quantity produced
ke/h ue, .
Propane 319 2.11
Heating pas 808 5034
1,127 T.45
1LL. Losses
Kind Quantity produced
xe/h 1
1) in acid tar ard
Al C13 sludge 11 0.07
_2) in debyaration 265 1,76
280 1.83
I. Hain products 13,692 kg/h 90,72 %
1I. By=products 1,127 ® 7.45 "
II% Losses 280 ® 1.83 0
Totals 15,099 kg/h 100 %

a) A.T. Residue and A.T. Pentane go back into the production process,
b) Propane and hesting gas are consumed. '

The AT gascline must have the following properties:

Octene count inleaded)  at least 92

Density (specific weight) at + 15°C 0,700 to 0,720

Soeginning; of boiling , not \mder'i:'80° 4

End of boiling ‘ not undsr + 20090
Reactlon of the residue after distillations neufra.}.

Aniline point ) + 73° to ¥ 749C

Steam pressure accordiﬁg to "Reid" at+4 37.89%C maximam 0,25 atm,

Residus on evaporation maximun 5 mg from 100 cm3 )

Sulphur sontent ‘ maximum 0,05 weight %
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Iodine count maximum 3g each 100 g
lelting point not over ~60°C
Corrosive action {Copper strip testing) negative
Inhivitor content : 0,01 weight %
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